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50 - 60% of annual hot water

Offer customers a greener lifestyle
Meet planning requirements

Improved Code for Sustainable Homes score

Relax - we've made it easy

speed

Unlike other systems that require specialist
contractors, Clearline was developed to be fitted by ™
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the trades people on site, using their existing skills,
and at the right time in the build programme. The
panel is fitted above continuous membrane and tile
battens by the roofing contractor. The proprietary
flashing kit is a simple push-fit into the solar panel
and the whole panel is fitted in around 15 minutes,
ready for tiling.
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simplicity

The focus on simplicity and speed has
extended to the work inside too. A
wall-mounting control unit contains all
the electronics and plumbing
components. Connection is as simple
as four runs of pipe work, and then
pouring in the working fluid. The

average time to install and commission
a system is two to three hours.
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Collaboration with experienced professionals i
from major construction organizations has made

Clearline different from other solar panels.
Solar has changed so you don’t have to.




as easy as

confidence

The construction industry rightly demands the highest
durability from the materials it uses. Viridian Solar has
tested the Clearline to higher levels than ever before. In
addition to the European Standard for solar panels,
Clearline is the first solar panel to gain certification from
the British Board of Agrement and approval from the
NHBC.
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No plumbing connections to make outside
the building. No carpentry.

No plumbing connections are made
outside the building, so the roofing
contractors can take full responsibility
for the weather-tighness of the
roofing. The plumbing subcontractor
can take full responsibility for all
plumbing connections in the building.
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Clearline solar panels form an integrated part of the roof
covering, replacing tiles beneath. This arrangement produces
a small offset cost for the tiles and their fitment, but also greatly
enhances the looks. Only four runs of pipe to connect to the wall
mounting control unit.
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Only 80mm thin, Clearline is flush or slightly proud of the roof -, . .
covering, and blends harmoniously with the design of the Three hours of additional plumbing work to fit
building. and commission.

With an
expected
design life in
excess of 25
years,

' Clearline
comes with a

o 10 year

warranty

Trouble-free, clean heat energy from a
harmoniously integrated element of the
building design.




Viridian Solar
Brook Road
Bassingbourn
Cambridgeshire
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T: 01763 853007
F: 01763 853001

www.viridiansolar.co.uk
info@viridiansolar.co.uk




